
SVDH-13C

• 1/3“ 1.3Mega Pixels Panasonic CMOS   
• AHD : 720P (30fps), HD Resolution
• DNR ( Digital Noise Reduction: 3D + 2D)
• WDR (Wide Dynamic Range)
• Defog : Defogging foggy video image
• Extremely reliable power input range 
   (DC10V~DC20V)
• Reverse Polarity Input protection circuit 
   built-in (DC40V)
• Mini Indoor Plastic Dome for Vehicle Ceiling

AHD Vehicle Indoor Plastic Dome Camera

* OSD Menu is subject to change without prior notice

Model Name SVDH-13C

Effective Pixels 1296(H) X 1074(V) approx. 1.33M

Total Pixels 1304(H)  X 1074(V) approx. 1.40M

Shutter Speed Auto / Manual (1/30(1/25) ~1/50000)/   Flk

Image Sensor 1/3” 1.3Mega  Panasonic CMOS

Resolution 720p (HD), 30 FPS

Lens 3.6mm  Mega Pixel Lens

IR LED      N/A

S/N Raito More than 48dB (AGC off)

Sens-up x2 / x4 /  x8 / x16 / x32

Min. Illumination Color DSS: 0.002Lux /                         BW DSS : 0.001LUX

Smart IR Off / On

E. Zoom x1 ~ x8

Defog On/Off

DNR (3D + 2D ) Off / Low / Middle /High

White Balance ATW/AWB/INDOOR/OUTDOOR/ MANUAL/AWCàSET

WDR / BLC / HLC Off/WDR(Low / Middle / High) BLC / HLC

Video Output AHD CVBS

Power Input DC 10V ~ 20V

Power Consumption Normal : 80mA

Dimension Ø 79 (Dome Base) x 53.4 (H) mm


